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ATTENTION: All Bidders and Planholders 
 

SR 5 
Trosper Road Bridge Widening 
State Project 

 
Addendum No. 1 
 
The Special Provisions and Plans for this project are amended by the following: 
 

Special Provisions 
 
1. On page 53, the following is added after line 4: 

 
Removing Plastic Wide Line    551 l.f. 
Removing Plastic Dotted Wide Line    80 l.f. 

 
2. On page 80, lines 38 through 40 are revised as follows:  

 
The 12 inch Class 50 Ductile Iron Pipe with restrained mechanical joints that will 
be exposed under the bridge structure shall be covered with 2-inch rigid foam 
insulation and an embossed aluminum jacket except for 2 inches along both sides 
of each utility hanger.  

 
3. On page 82, lines 19 through 21 are revised to read as follows: 
 

The cement concrete shall be integrally colored with pigment #1117 Tile Red as 
manufactured by Davis Colors, or an approved equal, at the rate of three [(30] (3) 
pounds per sack of cement and sealed with a clear sealer. 

 
 
 
Plans 
 
On sheet 7, under NOTES, item number 2 is revised to read as follows: 
 

2. Holes [will have to] shall be drilled along the removal line into the remaining 
cement concrete pavement for the placement of tie bars and dowel bars. 
 

On sheet 9, on the left side of the upper paving plan, the retaining wall call out is 
revised to read as follows: 
 

Existing retaining wall to be modified. See [Drawing XX] Bridge Sheet 6. 
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On sheets 19 and 20, all references to STRIPING NOTE C6 are deleted. The 
following note is added to the sheets: 

 
GENERAL NOTE: All existing plastic pavement markings within the Class G 

paving limits shall be removed prior to paving. Removal 
quantities will be paid by the bid item “Removing 
Miscellaneous Traffic Item”.  

 
On sheet 27, STANDARD VALVE BOX DETAIL, the class of concrete specified in the 
details for OUTSIDE PAVED AREA and INSIDE PAVED ROADWAY is revised to read 
“Concrete Class 3000”. 

 
On sheet 28, delete the vertical clearance dimension of 14’-6” from the FALSEWORK 
CLEARANCE DETAIL RAMPS and FALSEWORK CLEARANCE DETAIL SR 5. 
 
Plan sheets 56, 60, 72, and 74 are revised as shaded and noted on the attached 
sheets. 

 
 
 
 
 
 
Sheets 56, 60, 72, and 74 of the Plans have been revised and are attached. 
 
Bidders shall furnish the Secretary of Transportation with evidence of the receipt of this 
addendum.  This addendum will be incorporated in the contract when awarded and when 
formally executed. 
 

RANDALL A. HAIN 
Olympic Region Administrator 

 
 
 
Attachment: 

Sheets 56, 60, 72, and 74 of the Plans Revised 2/20/02 
 


